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Thank You

Thank you for purchasing a magicolor 7300. You have made an excellent choice. Your 
magicolor 7300 is specially designed for optimal performance in Windows, Macintosh, 
and other environments.

Trademarks

KONICA MINOLTA and the KONICA MINOLTA logo are trademarks or registered 

trademarks of KONICA MINOLTA HOLDINGS, INC.

magicolor is a trademark or registered trademark of KONICA MINOLTA PRINTING 

SOLUTIONS U.S.A., INC. 

This product uses Software Developer Kit of Peerless Systems Corporation. 

Copyright © 2001 Peerless Systems Corporation. All Rights Reserved.

This product uses NEST Office SDK of Novell, Inc. Copyright © 1999 Novell, Inc. 

NEST is a trademark of Novell, Inc. in the United States and other countries.

Proprietary Statement

The digitally encoded software included with your printer is Copyright © 2003 

KONICA MINOLTA BUSINESS TECHNOLOGIES, INC. All Rights Reserved. This 

software may not be reproduced, modified, displayed, transferred, or copied in any 

form or in any manner or on any media, in whole or in part, without the express 

written permission of KONICA MINOLTA BUSINESS TECHNOLOGIES, INC.

Copyright Notice

Copyright © 2003 KONICA MINOLTA BUSINESS TECHNOLOGIES, INC., Marunouchi 

Center Building, 1-6-1 Marunouchi, Chiyoda-ku, Tokyo, 100-0005, Japan. All Rights 

Reserved. This document may not be copied, in whole or part, nor transferred to any 

other media or language, without written permission of KONICA MINOLTA BUSINESS 

TECHNOLOGIES, INC. 

Manual Notice

KONICA MINOLTA BUSINESS TECHNOLOGIES, INC. reserves the right to make 

changes to this manual and to the equipment described herein without notice. 

Considerable effort has been made to ensure that this manual is free of inaccuracies 

and omissions. However, KONICA MINOLTA BUSINESS TECHNOLOGIES, INC. 

makes no warranty of any kind including, but not limited to, any implied warranties of 

merchantability and fitness for a particular purpose with regard to this manual. 

KONICA MINOLTA BUSINESS TECHNOLOGIES, INC. assumes no responsibility for, 

or liability for, errors contained in this manual or for incidental, special, or 

consequential damages arising out of the furnishing of this manual, or the use of this 

manual in operating the equipment, or in connection with the performance of the 

equipment when so operated.

Registering the Printer

Mail (Americas only)—Fill out and send in the registration card enclosed in your 

shipment.

Internet—Go to printer.konicaminolta.net/register and follow the instructions given 

there.

Software Utilities CD-ROM—Follow the instructions on the CD-ROM.
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Getting Acquainted with Your Printer

Features Details

Print speed (ppm/pages per minute) 

(Color/Black & White)

A4*:  21.6

Letter*:  20.5 

Native resolution (dpi/dots per inch) 600 x 600

Resolution (dpi/dots per inch) 600 x 600  6x6x1 (standard)

9600 x 600 6x6x4 (high)

SDRAM 256 MB** 

250-sheet universal media Tray 1 Standard

500-sheet standard media Tray 2 Standard

250-sheet media output tray Standard

Lower feeder unit(s) (500-sheet media 

Trays 3 and 4)

Optional (up to two units 

allowed)

Duplex unit*** with 1-sheet media manual 

feed tray 

Optional 

IEEE-1284 parallel Standard

10BaseT/100BaseTX Ethernet Standard

USB 1.1 Standard

Time-of-day clock Standard

Internal IDE hard disk Optional

Notes: * LEF (long-edge feed)

**Upgradable to 512 MB via two DIMM slots—shipped with one

256 MB DIMM in one slot and one slot available for additional

memory.

***Only plain paper, 64–90 g/m2 (16–24 lbs), can be autoduplexed.

See “Accessories and Consumables” on page 40 for other options.
Getting Acquainted with Your Printer 1
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Documentation Set

Manual Description Location

Quick Setup 

Guide

This document provides illustrations to 

help you quickly and easily set up your 

printer.

Hard Copy and 

Documentation CD-ROM

Installation 

Guide

Hardware Installation: You’re looking at 

this document right now. This guide 

provides information about printer 

installation, the interface panel, and the 

control panel.

Hard Copy and 

Documentation CD-ROM

User’s 

Guide

Software Installation: This chapter 

guides you through software, driver, and 

status display installation.

Day-to-Day Operation of Your Printer: 

These chapters guide you through 

printing files, refilling print media, and 

replacing consumables. 

This manual also includes information on 

additional accessories; cleaning and 

maintaining your printer; improving print 

quality; color; troubleshooting printer 

problems; technical specifications; and 

safety information for your printer. 

Documentation CD-ROM

Reference 

Guide

This guide provides detailed information 

about menu configuration and advanced 

computer/network connection and 

configuration.

Documentation CD-ROM

Service & 

Support 

Guide

This lists sources of service and support 

for many areas of the world. For the most 

up-to-date worldwide information, check 

www.konicaminolta.net/printer/.

Documentation CD-ROM

Repacking 

Guide

(Americas only) This guide provides 

information to help you repack, move, 

and store your printer.

printer.konicaminolta.net/

support

If you’re using the Acrobat PDF version of this guide, click this icon 

to play a QuickTime video clip of the procedure described in the 

text. Acrobat Reader and a download link to QuickTime are 

provided on the Documentation CD-ROM.
 Getting Acquainted with Your Printer2
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Space Requirements

Each optional lower feeder unit adds about 105 mm (4.1 inch) to the printer’s 

height.

Position Your Printer... 

For further details, refer to the User’s Guide in PDF on the Documentation 

CD-ROM.

With these characteristics... But away from...

On a hard, flat, stable, level surface 

(±1° or less slant—a round pencil 

should not roll in any direction).

Direct sunlight. Heating and cooling 

sources, wind, and dust. 

Close to an easily accessible grounded 

power supply (on an exclusively 

dedicated power outlet) that meets 

printer specifications; near your 

computer; at the length 2 m (6.5 feet) or 

less for an IEEE 1284 bidirectional 

parallel connection.

A connection to the same electrical 

circuit as high-current machines; 

noise-generating equipment, such as 

an air conditioner or copier; and strong 

magnetic or electromagnetic fields, 

such as a refrigerator.

With enough space to allow adequate 

ventillation and easy servicing.

Small, loose metal parts, such as paper 

clips and staples.

With an ambient temperature range of 

10°–32.5° C (50°–90.5° F) and 

temperature gradient of 10° C (18 F°) 

or less.

Water, water pipes, liquid (drink) 

containers, and corrosive chemicals or 

vapors, such as ammonia.

With relative humidity range of 15%–

85% (noncondensing) and humidity 

gradient of 20% per hour or less.

Excessive vibration.

At an altitude of 0–3,000 m (0–9,842.5 

feet).

Open flames or items that can easily 

burn.
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WARNING!

Obstructing the ventilation grilles could present a fire hazard.

Attention

Do not connect the groundwire to gas or water pipes or grounding for 

telephones.

Printer Parts

The following illustrates the parts of your printer are referred to throughout 

this guide, so please take some time to become familiar with them.

Front/Right-Side View

1 Output tray (250-sheet tray)

2 Media stopper

3 Control panel and message 

window

4 Front door

5 Tray 1 (250-sheet universal 

media tray)

6 Tray 2 (500-sheet media tray)

7 Right-side door release

8 Right-side door

9 Suction filter

10 Ventilation grille

11 Output tray extension for 

transparencies

Rear/Left-Side View

12 Ozone filter

13 Ventilation grille

14 Interface panel

15 Power cord socket

16 Power switch

17 Ventilation grille

18 Controller access cover

19 Controller access clips

2

4

14

10

5

16

6

3

12

17

13

11
1

15

19

18

7 8 9
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Front Inside View

20 Toner cartridge release

21 Toner cartridge

22 Print unit lock lever

23 Print unit

24 AIDC sensor lever

Right Inside View

25 Fuser unit

26 Transfer belt and roller

27 Misfeed-clearing dial (manual 

media feed dial)

28 Right-side door

View with Accessories

29 Tray 1 (universal 250- 

sheet media tray) 

30 Tray 2 (standard 500-sheet 

media tray) 

31 Tray 3 (optional 500-sheet 

lower feeder unit’s media 

tray)

32 Tray 4 (optional 500-sheet 

lower feeder unit’s media 

tray)

33 Misfeed-clearing lever

34 Manual feed tray release 

lever

35 1-sheet manual feed tray

36 Duplex unit door

37 Duplex unit door release

21

22

23

20

24

25

26
27

28

29
30

31 32

33 34

35

36

37
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Consumables and Accessories

38 Toner cartridge (yellow, magenta, cyan, or black)

39 Print unit (yellow, magenta, cyan, or black)

40 Waste toner box

41 Fuser unit

42 Media pickup roller (for tray 1)

43 Media pickup roller (for tray 2-4)

44 Media separator roller (for tray 1)

45 Media separator roller (for tray 2-4)

46 Americas only: Printer caster base (for use without printer cabinet)

47 Printer cabinet (with built-in casters)

3938

42

40

4443 45

41

47
46
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Antistatic Protection

Attention

It is extremely important to protect the printer from electrostatic damage 

while all operations are being performed. 

If you don’t have an antistatic wrist strap, discharge your body’s static 

electric charge by touching a grounded surface before performing any 

servicing operation.

Setting up Your Printer 

WARNING!

Your printer weighs approximately 56.8 kg (125.2 lbs) with 

consumables. Be sure to have help when lifting and moving it.

Shipment Contents 

� Printer (with waste toner box and Trays 1 and 2 installed)

� Four toner cartridges

� Four print units 

� Extra waste toner box (with cover) 

�� Store in a safe place. The cover is used during waste toner box 

replacement. 

� Output tray extension (for transparency printing)

� Media size labels for Trays 1 and 2

� Power cable

� Software Utilities and Documentation CD-ROMs

� Installation Guide

� Quick Setup Guide

� Registration Card (Americas only)

Interface cables are not included in the shipment. If you need cables, contact 

your local vendor or computer store.
Antistatic Protection 7
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Unpacking the Printer

�� We strongly suggest that you save the packaging materials in case 

you ever need to move or ship the printer.

1 Fold open the flaps at the top of the carton, and then remove the boxes 

containing the toner cartridges, print units, and accessories.

2 Pull the carton up off the printer.

Print units

Toner cartridges

Accessories
(Power cable,
output tray
extension,**
labels, and
documents).

Extra waste
toner box
(with cover)*

* Extra waste toner box (with cover): Store in a safe place. The cover is 

used when replacing the waste toner box.

** Output tray extension: Used for transparency printing.
 Setting up Your Printer8
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3 Remove the protective plastic cover from 

the printer.

4 With another person’s help, lift the printer 

from the carton. 

Attention

Be sure to lift the printer by 

correctly grasping its handles; 

otherwise, the printer may be 

damaged or fall.

5 For best output quality and longest consumables life, place the printer on 

a hard, flat, level, stable surface.

6 Remove all tapes from the outside of the printer except the fuser 

protection tag.

Fuser protection tag
Setting up Your Printer 9
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7 Slide out Tray 1 (the 250-sheet universal 

media tray).

Attention

Be careful not to touch the media 

pickup roller � with your hands. If 

you touch the roller, wipe it with a dry 

cloth.

8 Remove the two pieces of tape and 

packing material � from the media-lifting 

plate.

9 Close Tray 1.

10 Slide out Tray 2 (the standard 

500-sheet tray).

Attention

Be careful not to touch the media 

pickup roller � with your hands. If 

you touch the roller, wipe it with a 

dry cloth.

11 Remove the two pieces of tape and 

packing material �.

Leave the mylar (plastic) sheet 

attached to the surface of the 

media-lifting plate.

12 Close Tray 2.

Attention

Do not plug in the printer until told to do so.

�

�

�

�
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13 Pull up the right-side door release to 

open the right-side door.

Attention

Do not touch the wire harness or connectors on the inside of the 

right-side door, shown in the illustration. Otherwise, the electronic parts 

of the printer may be damaged by static electricity from your body.

 

14 Lower the two fuser levers �, and 

then pull the tag � to remove the 

shipping brackets �.

�� We strongly suggest that you 

save the shipping brackets in 

case you ever need to move or 

ship the printer.

15 Close the right-side door.

�

�

�

�

�
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If the printer is not used (not turned on) for more than two weeks, lower the 

fuser levers �, and then reattach the shipping brackets � to the fuser unit. 

Move the two fuser levers back to their original positions �.

Close the right side door with the tags on the 

shipping brackets protruding from the door. 

If the printer is to be used again, be sure to 

remove the shipping brackets first.

If the shipping brackets are not available, you may also do the following: 

Lower the fuser levers to their lowest positions �, before closing the 

right-side door. Before using the printer again, return the fuser levers to their 

original positions.

Attention

If the printer is used without the fuser levers returned to their original 

positions, decreased image fusing may result.

Left side Right side

Left side Right side

�
�
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16 Using both hands, open the front door.

17 Grab the handle on the cover of the 

waste toner box and pull it toward 

you to remove it.

�� We strongly suggest that 

you save the cover in case 

you ever need to move or 

ship the printer.

Installing the Print Units 

1 With the front door still open, use your left hand to grab the handle � of 

the print units’ lock lever. 

Use your right hand to support 

the lever.

2 Pull the handle toward you to 

release the lever.

3 Pull the left end of the lock 

lever toward you to open it to 

a 45° angle.

Attention

If the lock lever is opened 

too far, it may accidentally 

come off its shaft before 

you’re ready to remove it. 

Be careful not to drop the 

lever.

�
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4 Push the right end of the lock 

lever toward the printer to 

remove it from its shaft (�), 

and then pull the lever toward 

you to remove it (�).

5 Remove the yellow print unit 

from its packaging. 

6 Hold the left and right ends of the new 

print unit, wrapped in the aluminum 

pack, and then turn the print unit over 

toward you (upside down).

Attention

Do not turn the print unit over to 

the left or right. Otherwise, the 

toner will be unevenly distributed 

within the print unit.

�

�
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7 Gently shake the print unit five or six 

times to the left and right.

8 Turn the print unit over away from you.

�� Check “Operating Procedure” that 

appears on the front of the 

aluminum pack.

9 Open the aluminum pack, and then 

remove the print unit from the pack.

10 Grab the print unit handle with your 

left hand, and hold onto the knob with 

your right hand.

Attention

Since the print unit is very sensitive to light, do not remove it from 

its protective bag until immediately before installation. Be sure to 

protect it from light and install it in the printer as soon as possible.
Setting up Your Printer 15
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Be careful not to touch or damage the green surface of the OPC. If 

you need to set the print unit on a flat surface, make sure it is not 

resting on the OPC. 

Do not touch the terminals on the print unit; otherwise, the 

electronic parts of the print units may be damaged by static 

electricity from your body. 

Any damage resulting from mishandling of the print unit will void the 

warranty of the print unit.

11 Check that the color of the print unit is 

the same as the color indicated � in 

the print unit compartment.

The order of the print unit 

compartments from right to left is 

yellow, magenta, cyan, and black. 

12 Insert the yellow print unit in the direction indicated by the arrow about 

10 cm (4 inches) into the compartment.

13 Let go of the print unit handle, grab the knob, and then slowly slide the 

print unit as far as possible into the printer. 

Do not force the print unit. 

14 Repeat steps 5–13 to install the print units for the other colors in the order: 

magenta, cyan, and then black. 

�� The print units are not secured until the lock lever is attached.

�

�
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15 Make sure that all four positioning pins 

on the print units enter the positioning 

holes in the frame of the printer.

16 After the print units for the four colors 

are installed, attach the print units’ lock 

lever. Holding the lock lever with both 

hands, hook the right end onto the shaft 

�, and then pull it toward you �. Make 

sure that the right end is secured onto 

the shaft.

17 With your left hand, pull the handle 

of the lock lever toward you, and 

then insert the left end of the lock 

lever into the holder in the printer. 

Attention

The handle of the lock lever must be 

pulled out before attaching the lock 

lever. If you try attaching the lock lever 

without first pulling out the handle, the 

end of the lock lever cannot be correctly 

inserted.

�

�
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This printer is equipped with a lock lever 

installation indicator that partially covers 

the lock lever holder. The lock lever 

installation indicator � is designed so 

that the lock lever holder is revealed 

when the end of the lock lever is 

inserted, indicating that the lock lever 

has been correctly installed. It is not 

necessary for the user to operate the 

lock lever installation indicator.

18 Move the handle of the lock lever toward 

the printer to secure the print units.

�� If the print units’ lock lever 

and handle are not correctly 

positioned, the front door cannot 

be closed.

19 Peel off the tape securing the tab 

of the yellow print unit upper 

protective film �, and then pull the 

protective film � straight out. 

Repeat this for the other three 

print units: magenta, cyan and 

black.

20 Pull the yellow print unit lower 

protective film � straight out. 

Repeat this for the other three 

print units: magenta, cyan and 

black.

Attention

Be careful not to drop any toner from the protective film onto your 

hands and clothes while pulling out the film. 

The toner is nontoxic. If you get toner on your hands, wash them in cool 

water or a neutral detergent. If you get toner on your clothes, lightly 

dust them off as much as possible. If some toner remains on your 

clothes, use cool, not hot water, to rinse the toner off.

�

�

�
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WARNING!

If toner gets in your eyes, immediately flush them with water, and then 

seek medical attention. Material Safety Data Sheet (MSDS) information 

can be found at printer.konicaminolta.net/support (click on “Answer 

Base”).

Installing the Toner Cartridges 

Install the toner cartridges in the same color sequence as the print units (from 

right to left: yellow, magenta, cyan, and black). Be careful not to spill toner 

while installing a toner cartridge. 

1 Remove the yellow toner cartridge from its packaging.

2 To loosen the toner inside the 

cartridge, vigorously shake the 

toner cartridge horizontally 10 or 

more times. 

Attention

Do not shake the toner cartridge vertically. Be careful not to hold the 

toner cartridge by its shutter.
Setting up Your Printer 19
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3 Next, to distribute the toner evenly 

inside the cartridge, gently shake 

the toner cartridge horizontally a 

few more times.

4 Check the color of the label on the 

printer, and then slowly and fully 

insert the toner cartridge of the 

same color into the compartment.

The arrow at the end of the toner 

cartridge indicates the direction to 

insert it.

5 Check that the lever at the top of the 

toner cartridge is positioned up as 

shown in the illustration �.

If the lever is not positioned up �, the 

toner cartridge is not correctly 

positioned. Install the toner cartridge 

again.

�

�

 Setting up Your Printer20

EDNord - Istedgade 37A - 9000 Aalborg, telefon 96333500



6 Turn the knob on the toner cartridge 

clockwise. 

Check that the lock mark can be 

seen in the window of the knob.

If the knob is not positioned 

correctly, the front door cannot be 

closed.

7 Repeat steps 1–6 to install the 

remaining toner cartridges.

8 Slowly close the front door.

Loading Tray 1 (Universal Media Tray)

Tray 1 (the universal media tray) is used for all supported media types. Check 

printer.konicaminolta.net/support (click on “Answer Base”) for currently 

approved media. To order approved transparency media, go to 

www.q-shop.com. 

For information about loading different types of media, refer to “Using Media” 

in the User’s Guide. 

Attention

Do not mix media types/sizes in any media tray.

1 Slide out the tray.

2 Press down on the media-lifting 

plate � until it locks. 

Attention

Be careful not to touch the media 

pickup roller � with your hands. 

If you touch the roller, wipe it with 

a dry cloth.

� �
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3 Squeeze both media guides to slide them to fit the media size to be 

loaded.

For 311 x 457 mm (12.25 x 18 inch) media, adjust the trailing-edge media 

guides �.

4 Fan a stack of approximately 250 

sheets of paper.

�� Do not fan transparencies 

before loading them. 

Resulting static electricity 

may cause media jams.

5 If the paper is curled, flatten it before loading it. 

6 Align the edges of the paper, and then load it into the tray with its print 

side up.

�� Often, an arrow on the paper 

package label indicates the 

face-up (print) side.

�� Do not load paper above the 

 media limit mark.

�

�
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7 Slide the media guides against the 

edges of the paper.

Attention

Always adjust the media guides after inserting the media. Guides 

that are not properly adjusted can cause poor print quality, media 

jams, or printer damage.

8 Close Tray 1.

9 Affix the appropriate media size 

label.
Setting up Your Printer 23
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Loading Tray 2 (Standard Media Tray)

Tray 2 (the standard media tray) is used for plain or recycled paper only. 

Check printer.konicaminolta.net/support (click on “Answer Base”) for currently 

approved media. 

For information about loading different types of media, refer to “Using Media” 

in the User’s Guide.

1 Slide out the tray.

2 Press down on the media-lifting 

plate � until it locks.

Attention

Be careful not to touch the media 

pickup roller � with your hands. 

If you touch the roller, wipe it with 

a dry cloth.

3 Remove the long media guide, if 

necessary, and then reinstall it

for the size of paper to be loaded.

�

�

4

3
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4 Fan a stack of approximately 500 

sheets of plain, recycled, or 

letterhead paper.

5 If the paper is curled, flatten it before 

loading it.

6 Align the edges of the paper, and 

then load it into the tray with its print 

side up.

�� Often, an arrow on the media 

package label indicates the 

face-up (print) side of the 

media.

�� Do not load paper above the 

media limit mark.

7 Slide the front media guide against 

the edges of the loaded media.

Attention

Always adjust the media guide 

after inserting the media. A guide 

that is not properly adjusted can 

cause poor print quality, media 

jams, or printer damage.

8 Close Tray 2.

9 Affix the appropriate media size 

label.
Setting up Your Printer 25
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Output Tray
All media is output to the output tray on top of the printer. An OUTPUT FULL/
REMOVE MEDIA message appears in the message window when the 

face-down output tray has reached its capacity.

Depending on the media type and the 

conditions of the operating environment, 

media may fall out of the output tray. If this 

occurs, use the media stopper.

Remove transparencies as soon as possible from the output tray to avoid 

static buildup.

�� Transparencies may be bent in 

the output tray, depending on the 

type of transparency and the 

operating environment. To 

improve stacking of 

transparencies, put the media 

output tray extension in place 

before printing.
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Installing Accessories

Attention

Always turn off and unplug the printer while installing accessories.

If you purchased any additional printer accessories (such as an optional 

lower feeder unit, duplex unit, or additional memory), then install them now. If 

installation instructions are included with the accessory, follow them. If not, 

instructions are included in the User’s Guide on the Documentation CD-ROM.

Plugging in/Turning on the Printer

1 Make sure the printer is turned off.

2 Plug the printer power cord into the printer 

and into a dedicated, grounded, 

surge-protected electrical outlet.

�� In compliance with UL guidelines, 

“The appliance inlet is considered to 

be the main disconnect device.”

3 Turn on the printer.

After approximately 100 seconds, READY/
MAGICOLOR 7300 appears in the message 

window. A start page prints.

If READY/MAGICOLOR 7300 is not displayed 

in the message window, recheck the setup. 

Attention

Never turn off or unplug the printer while it is receiving data, printing, or 

performing its automatic adjustments while it is in the Energy Saver 

mode. Before turning off the printer, check that the printer is ‘IDLE’.

The printer automatically switches to power-saving (Energy Saver) mode 

after 30 minutes of inactivity. You can change the number of minutes in the 

SYS DEFAULT/ENERGY SAVER/SLEEP TIMER menu.
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About the Interface Panel 

Parallel Port �

Use a Centronics IEEE 1284 bidirectional 

parallel cable when connecting the parallel 

port on the printer to the parallel port on 

your computer.

USB Port �

Use a USB 1.1 cable (Type B) when 

connecting the USB port on the printer to 

the USB port on your computer.

Ethernet Port �

Use a twisted-pair (RJ45) Ethernet cable 

when connecting the Ethernet port on the 

printer to a 10BaseT/100BaseTX network 

connection.

What’s Next?

You have now completed the hardware setup of your printer. There are some 

more important steps:

1 If your language is other than English, refer to “Selecting a Message 

Window Language” on page 35. Select the message window language 

you prefer. 

2 If you are connecting via parallel or USB, skip to Step 3. If you are 

connecting via Ethernet, set your IP (Internet Protocol) address.

With DHCP—If your network supports DHCP (Dynamic Host 

Configuration Protocol), your IP address will be automatically assigned by 

the DHCP server when you turn on your printer (refer to the Reference 

Guide, in PDF on the Documentation CD-ROM).

Without DHCP—If you are not using DHCP, you may set the IP address 

in one of two ways:

� Use the KONICA MINOLTA installation software. Refer to the Soft-

ware Utilities CD-ROM.

� Set the printer’s IP address manually. Refer to “Manually Selecting an 

Ethernet IP Address” on page 36.

3 Connect the printer to your computer or a network. 

�

�

�
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4 Insert the Software Utilities CD-ROM and follow the instructions on the 

screen to install a printer driver and printer utilities. There are several 

installation options, depending on your host environment.

� Windows—Use the CD-ROM AutoInstaller for the easiest installation. 

If you prefer to install a printer driver and utilities manually, refer to 

“Software Installation” in the User’s Guide, in PDF on the 

Documentation CD-ROM.

�� Windows NT does not support Plug & Play. When you see the 

pop-up menu to select where to install the driver from, select 

“Specify a Location.” Do not select “from CD-ROM” for the 

driver location.

� Macintosh—Use the Macintosh Installer on the CD-ROM to install a 

PPD and other utilities. 

�� If the installation cannot be performed, even after the CD-ROM 

is specified, specify the location of the installer.

To complete the connection, refer to “Software Installation” in the 

User’s Guide, in PDF on the Documentation CD-ROM.

� Linux—Refer to “Software Installation,” in the User’s Guide, in PDF 

on the Documentation CD-ROM.
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Configuration Menu Overview
READY

MAGICOLOR 7300

MAIN MENU
PRINT MENU

MAIN MENU
PAPER

MAIN MENU
QUALITY

MAIN MENU

INTERFACE 
3

MAIN MENU

SYS DEFAULT 
3

MAIN MENU

SERVICE 4

STATISTICS 
PAGE

INPUT TRAY AIDC ETHERNET LANGUAGE FIRMWARE 
VERSION

CONFIGURATION DUPLEX 1 TRAY 
ALIGNMENT

PARALLEL ENERGY SAVER PAGE COUNT

FONT LIST COPIES BUZZER 
CONTROL

FACTORY 
SETTING

DEMO PAGE COLLATE 2 POSTSCRIPT

REGISTRATION CHANGE 
PASSWORD

MENU MAP HDD FORMAT 2

DIRECTORY LIST 
2

CLOCK

AUTOCONTINUE

START PAGE

RESTORE 
DEFAULT

Notes: (1) Displays only when an optional duplex unit is installed.

(2) Displays only when an optional hard disk is installed.

(3) If a password has been set, the password must be entered in order 
to access this menu. For details on setting a password, refer to the 
Reference Guide on the Documentation CD-ROM.

(4) This menu is used by service personnel.
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About the Control Panel
The control panel, located on the top of the printer, allows you to direct the 

printer’s operation. In addition, it displays the current status of the printer, 

including any condition that needs your attention.

� Five indicators (LEDs) provide printer status information.

� A message window displays status and configuration information.

� Eight keys allow you to control the printer configuration through access to 

frequently used printer functions.

Control Panel LED Indicators

Number LED Indicator Off On

1  The printer is not 

ready to accept data.

The printer is ready to 

accept data.

2 No problem. Solid: The toner 

cartridge is near empty 

or the print unit is 

nearing the end of its life.

Flashing: The toner 

cartridge is empty, or the 

print unit has reached 

the end of its life.

Replace the toner 

cartridge or print unit 

with a new one of the 

same type.

(Accompanied by a 

status message in the 

message window.) 

4321

5 6 7 9 10 118

12

13

Message Window
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3 The printer is not 

receiving data.

Flashing: Indicates that 

the printer is receiving 

data or is printing.

Lit: Indicates that print 

data remains in the 

printer, for example, 

after printing was 

stopped due to an error.

(Accompanied by a 

status message in the 

message window.)

4 No problem. The printer requires the 

operator’s attention.

(Accompanied by a 

status message in the 

message window.)

5

(see also 

6 below)

The printer is in 

normal mode. 

The printer is in Sleep 

mode. In stand-by, light 

sleep or deep sleep 

mode, the indicator lights 

up. In deep sleep mode, 

the indicators and keys 

(except the Energy 

Saver key) of the control 

panel are disabled.

Number LED Indicator Off On

5 6
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Control Panel Keys

Number Key Function

6

(see also 

5 above)

� Press this key when the printer is in stand-by 

mode, light sleep mode or deep sleep mode to 

start warming up the printer and return it to 

normal mode. If the printer was in deep sleep 

mode, the printer also wakes up the control 

panel.

� Hold down this key for two seconds while the 

printer is in it normal operating mode to switch 

the printer to deep sleep mode, regardless of 

the current mode. However, the printer can 

only enter deep sleep mode if the printer sta-

tus is Ready. If the Data indicator is lit or flash-

ing or if the menu is displayed, the printer 

cannot be set to deep sleep mode when this 

key is pressed.

7 � Press this key to exit the configuration menu.

� If a message appears asking for confirmation 

(YES/NO) to perform some operations, press 

this key to cancel the operation (to select 

“NO”). (The instructions for using this key 

appear in the message window.)

8 � Press this key to allow you to cancel your print 

job.

� While specifying settings, press this key to 

quit entering numbers or letters (such as the 

IP address).

� If a message appears asking for confirmation 

(YES/NO) to perform some operations, press 

this key to perform the operation (to select 

“YES”). (The instructions for using this key 

appear in the message window.)

9  � Press this key to move left in the menu 

structure.

� Press this key to move left through the 

scrollable menu selections when the 

selections are whole words, not characters.

5 6
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10  � Press this key to move up in the menu 

structure.

� If within a selectable menu choice that can be 

changed character by character, press this 

key to scroll upward through the available 

characters.

� While typing in characters (IP address) to 

specify settings, hold down this key to quickly 

scan through the characters in increments of a 

specified number of characters.

11  � Press this key to move right in the menu 

structure.

� Press this key to move right through the 

scrollable menu selections when selections 

are whole words, not characters.

12  � Press this key to move down in the menu 

structure.

� If within a selectable menu choice that can be 

changed character by character, press this 

key to scroll downward through the available 

characters.

� While typing in characters (IP address) to 

specify settings, hold down this key to quickly 

scan through the characters in increments of a 

specified number of characters.

13  � Press this key to initially enter the menu 

structure.

� If within the menu structure and on a menu 

level, press this key to move down in the 

menu structure.

� If within the menu structure and on a 

selectable item, press this key to select the 

displayed choice (no matter what position the 

cursor is in). When this is done, the selected 

choice is written to the non-volatile memory.

Number Key Function
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Selecting a Message Window Language

When you receive your printer, the message window language is set to 

English. However, status messages and configuration menus can be 

displayed in the message window in English, Czech, French, German, Italian, 

Japanese, Portuguese, and Spanish. 

If you want to change the message window language, use the following 

control panel sequence:

Attention

The switch to the selected language occurs after the configuration 

menu is exited. To exit the configuration menu, press the [Continue] 

key.

Press Key (Until) Display Reads

READY
MAGICOLOR 7300

MAIN MENU
PRINT MENU

 MAIN MENU
SYS DEFAULT

 LANGUAGE
*ENGLISH

 Press  key until the appropriate language is displayed.

In this example, we change the message window language to 

French.

LANGUAGE
*FRENCH

 LANGUAGE
*FRENCH

<*FRENCH > 

is selected

PRET
MAGICOLOR 7300
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Manually Selecting an Ethernet IP Address

You must enter a unique IP address compatible with your local Ethernet 

network environment.

Attention

You should always notify your network’s administrator before changing 

the printer’s IP address.

1 Turn on your printer. 

2 On the control panel, change the IP address of your printer

Press Key (Until) Display Reads

READY
MAGICOLOR 7300

MAIN MENU
PRINT MENU

 MAIN MENU
INTERFACE MENU

INTERFACE MENU
ETHERNET

ETHERNET
IP ADDRESS

IP ADDRESS
XXX.XXX.XXX.XXX

Use the  and  keys to move to each of the four number triplets. 

Use the  and  keys to increase or decrease each number.

Hold down the  or  key to automatically increase or decrease 

the number quickly. When the key is released, the number stops 

changing.

To quit changing the IP address, press the [Cancel] key.

IP ADDRESS
XXX.XXX.XXX.XXX

To immediately change the IP address, press the [Select] 

key.

REBOOTING NOW

To exit the configuration menu, press the [Continue] key.
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3 Verify the IP address by printing a configuration page. 

READY
MAGICOLOR 7300

Press Key (Until) Display Reads

READY

MAGICOLOR 7300

MAIN MENU

PRINT MENU

PRINT MENU

STATISTICS PAGE

PRINT MENU

CONFIGURATION

 CONFIGURATION

PROCESSING

READY

MAGICOLOR 7300

A configuration page prints. 

Press Key (Until) Display Reads
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Troubleshooting 
Although your printer is designed to be highly reliable, it may occasionally 

experience a problem. The following table helps you to identify the cause of 

possible installation problems and suggests some solutions. For detailed 

troubleshooting information, refer to “Troubleshooting,” in the User’s Guide 

(in PDF on the Software Utilities and Documentation CD-ROMs). 

Symptom Cause Solution

No lights or 

messages 

appear on the 

control panel. 

There is no power supply 

to the AC outlet.

Make sure there is power supplied to 

the AC outlet.

The power cord is not 

plugged securely into 

both the power outlet and 

the printer.

Turn the printer off, plug in the power 

cord securely, and then turn the 

printer back on.

The printer is not 

turned on.

Turn on the printer.

The line voltage from the 

power outlet doesn’t 

match the printer’s power 

requirements.

Make sure the line voltage matches 

the printer’s power requirements. 

Refer to appendix A in the User’s 

Guide in PDF on the Documentation 

CD-ROM.

You can’t print 

a configuration 

page.

The tray does not have 

media.

Check that the media trays are 

loaded with media, in place, and 

secure. 

The media is jammed. Check for a media jam.

An error 

message is 

displayed.

A consumable or tray is 

not correctly installed.

Perform the procedure described in 

the displayed message. 

Media is jammed.

A problem occurred 

inside the printer. 

The Ready 

indicator is on, 

but the 

message in the 

display window 

does not 

display READY.

You did not wait long 

enough.

The printer takes approximately 100 

seconds to warm up. Be sure you 

wait long enough before suspecting a 

problem. 

Printouts seem 

faded on one 

side of the 

page.

The printer is not on a 

level enough surface.

Level the printer surface.
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If you’ve followed all of the instructions and still have problems you can’t 

solve, refer to the User’s Guide for more detailed instructions. For information 

on how to contact the KONICA MINOLTA office closest to you, check: 

� The Service & Support Guide in PDF on the Software Utilities and 

Documentation CD-ROMs. This lists sources of service and support for 

many areas of the world.

� For the most up-to-date worldwide information, check 

www.konicaminolta.net/printer/. 

The printer is 

not receiving 

data from the 

computer.

The printer is not ready. � Make sure the printer is on line 

(the Ready indicator is lit) and 

READY/MAGICOLOR 7300
appears in the message window.

� Make sure your cables are 

connected.

� Make sure your IP address is 

correct.

Symptom Cause Solution
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Accessories and Consumables 
Contact your local vendor or www.konicaminolta.net/printer/ for purchase

information, parts numbers, and pricing. To order approved transparency 

media, go to www.q-shop.com. If you have any questions, refer to 

printer.konicaminolta.net/support (click on “Answer Base”).

Accessories

Description Remark(s)

Dual In-Line 

Memory Modules 

(DIMMs)

Additional memory must be 128 or 256 MB, PC-133- 

Compliant SDRAM DIMMs, upgradable to 512 MB via two 

DIMM slots—shipped with one 128 MB DIMM in one slot 

and one slot available for additional memory

Duplex unit with 

manual feed tray 
Only plain paper, 64–90 g/m2 (16–24 lb), can be 

autoduplexed. The manual feed tray is used when printing 

on special media one sheet at a time (supports up to 

900 mm (36 inch) long).

Internal IDE hard 

disk drive

Optional. 30 GB.

Lower feeder unit Optional 500-sheet media trays (up to two may be added).

Other accessories 

(such as a printer 

cabinet)

Check www.konicaminolta.net/printer/ for availability.

Consumables

Consumable life is expressed in simplex letter/A4 pages at normal 5% coverage 

in continuous printing. A duplex page is equivalent to two simplex pages. The 

stated life expectancy of each consumable is based on printing under specific 

operating conditions, such as media type and size. The actual life expectancy will 

vary (or be reduced) depending on these and other printing variables, including 

print job size, ambient temperature, and humidity.

Fuser unit

Media separator and pickup rollers

Print unit assembly (black, cyan, magenta, and yellow print unit with same color 

toner cartridge)

Toner cartridge (black, cyan, magenta, yellow)

Waste toner box

Notes: For consumable life expectancies, refer to the User’s Guide in PDF on 

the Documentation CD-ROM.
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Safety Information

Toner

Do not throw the toner cartridge or toner into an open flame. 
The hot toner may scatter and cause burns or other damage.

CAUTION: Keep out of reach of children.

Laser Safety 

This printer is a page printer which operates by means of a laser. There is no possibility of danger from the 
laser, provided the printer is operated according to the instructions in this manual.

Since radiation emitted by the laser is completely confined within protective housings and external covers, 
the laser beam cannot escape from the machine during any phase of user operation. 

This machine is certified as a Class 1 laser product. This means that the printer does not produce 
hazardous laser radiation. 

Internal Laser Radiation

Maximum Average Radiant Power: 7.351 µW at laser aperture of the print head unit

Wavelength: 770–800 nm

This product employs a Class IIIb Laser Diode that has an invisible laser beam.
The laser diode and the scanning polygon mirror are incorporated in the print head unit.

Laser Aperture and Laser Caution Label

The internal components of the print 
head unit are NOT A FIELD 
SERVICEABLE ITEM. Therefore, the 
print head unit should not be opened 
under any circumstances.

Laser Aperture and Laser Caution Label

Print head 

unit

Laser 

aperture

Laser 

aperture
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Laser Safety Label IEC60825-1 Requirement

Laser Caution For United States Users—CDRH Regulations

This printer is certified as a Class I laser product under the Regulation Performance Standard according to 
the Food, Drug, and Cosmetic Act of 1990. Compliance is mandatory for laser products marketed in the 
United States, and is reported to the Center for Devices and Radiological Health (CDRH) of the U.S. Food 
and Drug Administration (FDA) of the Department of Health and Human Services (DHHS). This means 
that the product does not produce hazardous laser radiation. The label shown below indicates compliance 
with the CDRH regulations and must be attached to laser products marketed in the United States.

Laser Safety Label—CDRH Requirement 

CAUTION: Use of controls, adjustments, or performance other than 

those specified in this manual may result in hazardous radiation 

exposure.

This is a semiconductor laser. The maximum power of the laser diode is 15 mW, and the wavelength is 
770–800 nm.

International Notices—Power Cord 

The following power cord requirements are in effect for your 220~240 V ±10% printer.

Minimum: 0.75 mm2

Minimum: H05 VV - F

The male plug is certified in the country in which the equipment is to be installed, and the female plug is an 
IEC 60320 connector.
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International Notices—Voltage

Attention Norwegian users: This equipment is designed to operate within an IT power system where the 
line-to-line voltage does not exceed 240 V.

For European Users

CAUTION: Use of controls, adjustments, or performance other than 
those specified in this manual may result in hazardous radiation 
exposure.

This is a semiconductor laser. The maximum power of the laser diode is 15 mW, and the wavelength is 
770–800 nm.

For Users in Denmark

ADVARSEL

Usynlig laserstråling ved åbning, når sikkerhedsafbrydere er ude af funktion. Undgå udsættelse for stråling. 
Klasse 1 laser produkt der opfylder sikkerhedskravene i IEC 60825. Dette er en halvlederlaser. 
Laserdiodens højeste effekt er 15 mW, og bølgelængden er 770-800 nm.

For Users in Norway

ADVARSEL

Dersom apparatet benyttes på annen måte enn spesifisert i denne bruksanvisningen, kan brukeren 
utsettes for usynelig laserstråling som overstiger grensen for lasere i klasse 1. Dette er en halvlederlaser. 
Maksimal effekt for laserdioden er 15 mW, og bølgelengden er 770-800 nm.

For Users in Finland

LUOKAN 1 LASERLAITE
VAROITUS!

Laitteen käyttäminen muulla kuin tässä käyttöohjeessa mainitulla tavalla saattaa altistaa käyttäjän
turvallisuusluokan 1 ylittävälle näkymättömälle lasersäteilylle.
Tämä on puolijohdelaser. Laserdiodin suurin teho on 15 mW ja aallonpituus on 770–800 nm.
VARO!

Avattaessa ja suojalukitus ohitettaessa olet alttiina näkymättömälle lasersäteilylle. Älä katso säteeseen.

For Users in Sweden

KLASS 1 LASERAPPARAT
VARNING!

Om apparaten används på annat sätt än i denna bruksanvisning specificerats, kan användaren utsättas för
osynlig laserstrålning, som överskrider gränsen för laserklass 1.
Detta är en halvledarlaser. Laserdiodens maximala effekt är 15 mW och våglängden är 770–800 nm.
VARNING!

Osynlig laserstrålning när denna del är öppnad och spärren är urkopplad. Betrakta ej strålen.

Electrical shock hazard! Hazardous radiation exposure!

Do not remove any cover of the machine that is not directly specified for 

removal in User’s Guide.
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Ozone Release

During printer operation, a small quantity of ozone is released. This amount is not large enough to harm 
anyone adversely. However, be sure the room where the printer is being used has adequate ventilation, 
especially if you are printing a high volume of materials, or if the machine is being used continuously over 
a long period.

Noise declaration for Germany

“Maschinenlärminformationsverordnung 3. GSGV, 18.01.1991: Der höchste Schalldruckpegel beträgt 
70 dB(A) oder weniger gemäß EN 27779”

Replaceable Battery

CAUTION

Danger of explosion if battery is incorrectly replaced. Replace only with the same or 

equivalent type recommended by the manufacturer. Dispose of used batteries according to 

the manufacturer’s instructions.

ADVARSEL

Eksplosionsfare ved fejlagtig håndtering Udskiftning må kun ske med batteri af samme 

fabrikat og type. Levér det brugte batteri tilbage til leverandøren.

ADVARSEL

Eksplosjonsfare ved fejlaktig skifte av batteri. Benytt samme batteritype eller en tilsvarende 

type anbefalt av apparatfabrikanten. Brukte batterier kasseres I henhold til fabrikantens 

instruksjoner.

VARNING

Explosionsfara vid felaktigt batteribyte. Anvand samma batterityp eller en ekvivalent typ som 

rekommenderas av apparattillverkaren. Kassera anvant batteri enligt fabrikantens instruktion.

VAROITUS

Paristo voi räjähtää, jos se on virheellisesti asennettu. Vaihda paristo ainoastaan 

laitevalmistajan suosittelemaan tyyppiin. Hävitä käytetty paristo valmistajan ohjeiden 

mukaisesti.
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Warranty Considerations
Various factors can affect a printer’s warranty, such as electrostatic damage, 

and unsupported consumables. Read your printer warranty carefully. For 

information about your warranty, go to printer.konicaminolta.net/support (click 

on “Answer Base”).

If KONICA MINOLTA printer failure or damage is found to be directly 

attributable to the use of non-KONICA MINOLTA approved consumables, 

print media, and/or accessories, KONICA MINOLTA will not repair the printer 

free of charge. In this case, standard time and material charges will be 

applied to service your printer for that particular failure or damage.

Attention

Don’t return any merchandise to KONICA MINOLTA without calling for a 

Return Merchandise Authorization (RMA) number (Americas only). 

Refer to the Service & Support Guide or www.konicaminolta.net/printer/ 

for the Technical Support telephone number where you can obtain an 

RMA number. If the RMA number is not prominently visible on the 

outside carton of items returned, KONICA MINOLTA will not accept 

receipt.

These Actions Will Result in Voiding Your Warranty

Print Media Use of nonsupported media, such as inkjet paper. 

See “Using Media” in the User’s Guide for approved 

media. Contact your local vendor or 

printer.konicaminolta.net/support (click on “Answer Base”) 

for purchase information.

Electrostatic 

Discharge

Failure to protect the printer controller board and any 

associated daughterboard or module from electrostatic 

discharge or damage while performing any task involving 

the controller board. 

Instructions Failure to follow instructions in the printer documentation.

Modifications Any modifications or changes to this product not expressly 

approved in writing by the manufacturer responsible for 

compliance to Federal Regulations could void your 

authority to operate this product within the Laws and 

Regulations of the Federal Communications Commission.

Consumables Use of consumables not manufactured or supported by 

KONICA MINOLTA. Any damage to the printer or quality 

problems caused by a refilled toner cartridge use. 

Print Unit and 

Toner Cartridge

Any damage resulting from mishandling the print unit or 

toner cartridge.

Accessories Use of accessories not manufactured/supported by 

KONICA MINOLTA. 
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